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TRAFFIC SIGNAL

LEGEND

CONTROLLER

SERVICE INSTALLATION

SIGNAL HEAD

SIGNAL HEAD WITH BACKPLATE

SIGNAL HEAD PEDESTRIAN

SIGNAL POST

MAST ARM ASSEMBLY AND POLE, STEEL
MAST ARM ASSEMBLY AND POLE, ALUMINUM
HANDHOLE

HEAVY DUTY HANDHOLE

DOUBLE HANDHOLE

G.S. CONDUIT IN TRENCH OR PUSHED
PEDESTRIAN PUSHBUTTON DETECTOR
DETECTOR LOOP

CAST IRON JUNCTION BOX

COMMON TRENCH

UNIT DUCT

EMERGENCY VEHICLE SYSTEM DETECTOR

CONFIRMATION BEACON
SIGNAL HEAD OPTICALLY PROGRAMMED
MICROWAVE VEHICLE SENSOR

TELEPHONE CONNECTION

TLLUMINATED SIGN, FIBER OPTIC
“NO LEFT TURN”

ILLUMINATED SIGN, FIBER OPTIC
“NO RIGHT TURN”

CONDUIT SPLICE
WOOD POLE

RACEWAY FOR MAGNETIC DETECTOR,
TYPE I OR TYPE II

VEHICLE DETECTOR,
NON COMPENSATED MAGNETIC TYPE

RAILRCAD CONTROL CABINET
VIDEO DETECTOR

VIDEO DETECTOR ZONE

PROPOSED
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MATCH LINE (D) SEE SHEET 14

EXIST. R.O.W,

DRILL EXISTING HANDHOLE -

MATCH LINE (C) SEE SHEET 14

RTE.

F.A. .

SECTION

COUNTY

TOTAL
SHEETS

SHEET
NO.

1238

2004-125 TS

LAKE

18

13

STA.

TO STA.

R.0O.W.

EXIST.

129"~E-4") —

16 POST \

@4"-E-2/p"1—.

I

EXIST. R.OW.

FED. ROAD DIST. NO. 1 IILLINOIS| FED. AID PROJECT

CONTRACT NO. 62890
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(5'-E~2(4")

(26'-E-1/5")
EXISTING LOCAL AND
MASTER CONTROLLERS
DRILL EXISTING HANDHOLE
-E-1y
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(5L-E-25" 16’ POST
EXIST. R.O.W.

{154'-E-5")

~ 255’ TO DETECTION LOOPS
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pee——————————— 246’ TO DETECTION ZONE

164’ TO DETECTION ZONE

16’ POST

15/-E~2/5")
DRILL EXISTING HANDHOLE

EXIST. R.O.W.

(23'-E-3")

EXISTING INTERCONNECT TO
OLD ROCKLAND RD

R.OW.
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P PROPOSED INTERCONNECT
- TO 1-94 WEST RAMP

16’ POST

a1'-E-3")
-~ DRILL EXISTING HANDHOLE
(20°-E~2)/5")

124'~E-4")

MATCH LINE (A) SEE SHEET 14

EXIST. R.0.W,
16" POST

RESTORATION OF WORK ARFA. RESTORATION OF THE TRAFFIC SIGNAL

WORK AREA SHALL BE INCIDENTAL TO THE RELATED PAY ITEM SUCH AS
FOUNDATION, CONDUIT, HANDHOLE, TRENCH AND BACKFILL, ETC., AND NO
EXTRA COMPENSATION SHALL BE ALLOWED. ALL ROADWAY SURFACES SUCH

AS SHOULDERS, MEDIAN, SIDEWALKS, PAVEMENT ETC. SHALL BE REPLACED

IN KIND. ALL DAMAGE TO MOWED LAWNS SHALL BE REPLACED WITH AN
APPROVED SOD, AND ALL DAMAGE TO UNMOWED FIELDS SHALL BE SEEDED

IN ACCORDANCE WITH STANDARD SPECIFICATIONS 252 AND 250 RESPECTIVELY.
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